Load Rating Data

These tables show bearing load ratings at various rpm, based on 500 hours minimum life — 2,500 hours average life.

Light, Normal and Medium duty types

Note: Radial load rating of SER 200 series is same as UC 200 series.
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p >
/o\\V][] Bearing # Radial Load Rating at Various RPM
RO U0 | B [us:0 [KH200 [ 343 | 50 | 100 | 260 | 50 | 750 | 1000 | 1200 | 1500 | 2000 | 2400 | 300 | 5000 | rpm
(UOW 200) s oot | 1w | 98 | 80 | 65 | 0 | a6 | a5 | 315 | 26 | 25 | 20 | 25 | 25 | 185
(201~203) (2150) | (1880) | (1490) | (1100) | (870) | (760) | (B90) | (B50) | (605) | (550) | (515) | (450) | (405)
. 1310 | 1150 | o0 | 670 | 50 | e45 | 420 | 36 | 30 | 36 | 35 | 25 | 45
g 41 B D] onan) | 2520) | (2000) | (1480) | (1170) | (1020) | (@30) | @75) | (810) | (740) | (695) | (606) | (545)
s s | 25 | on | %0 | 120 | w0 | 730 | 5% | 505 | 40 | 4% |40 | %5 | M5 | 20 | 200
(3150) | (2750) | (2190) | (1610) | (1280) | (1120) | (1020) | (965) | (885) | (805) | (760) | (B60) | (599)
2000 | 1750 | 1300 | 1020 | 810 | 710 | 645 | 65 | s0 | 5100 | 480 | 420 | 375
20 L 6 | A | X | as0) | (3850) | (060) | (2250) | (1790) | (1560) | (1420) | (1340) | (1240) | (1130) | (1060) | (925) | (830) |
2640 | 2310 | 1830 | 1350 | 1070 | o5 | 8s0 | a0 | 740 | 675 | 635 | 855 .
2B X6 7o T AT | sg0) | (5000) | (4040) | (2970) | (2360) | (2060) | (1870) | (1760) | (1640) | (1490) | (1400) | (1200) E
2990 | 2610 | 2070 | 1530 | 1210 | 1060 | 960 | 05 | 840 | 765 | 720 | 6 5
28 A 8 | 28| o500) | (5700) | (4570) | (3370) | (2670) | (2340) | 2120) | (2000) | (18850) | (1680) | (1590) | (1380) -
350 | 2030 | 230 | 1710 | 1380 | 1190 | 1080 | 1010 | %0 | 85 | 5 | 705 g
29 8 29 1 29 | 7300) | (6450) | (5120) | (3770) | (3000) | (2620) | (2380) | (2240) | (2080) | (1890) | (1780) | (150) Q|
0 00 oo | 210 | 00 | 3150 | 2500 | 1840 | 1460 | 1280 | 1160 | 100 | f010 | @0 | @6 | 7%
(7940) | 6930) | (8500) | (4060) | (220) | 2810) | (2580) | (2400) | (2220) | 2030) | (1910) | (1670)
o - oi | 400 | 380 | 3080 | 280 | 1780 | 1860 | 1420 | 1330 | 1240 | 1120 | 1060
(9700) | (8480) | (6730) | (4960) | (3930) | (3440) | (3120) | (2340) | (2730) | (2080) | (2330)
o2 i1 530 | 4670 | 3710 | 27%0 | 2170 | 1900 | 1720 | 1620 | 1500 | 1370 | 1290
(11800) | (10300) | (8180) | (6030) | (4780) | (4180) | (3800) | (3670) | (3320) | (3010) | (2840)
- 12 5850 | 5110 | 4060 | 2000 | 270 | 2070 | 1880 | 1770 | 1650 | 1420 | 1410
(12000) | (1300) | (8940) | (6590) | (5230) | (4670) | (4150) | (3910) | (3630) | (3300) | (3100)
o - 6350 | 5550 | 4400 | 340 | 2580 | 2250 | 2040 | 1920 | 1790 | 1620 | 15%0
(14000) | (12200) | (9710) | (7150) | (5680) | (2960) | (4510) | (4240) | (3%40) | (3580) | (3370)
o5 ra 6750 | 5000 | 480 | 80 | 2740 | 2300 | 2170 | 2040 | 1200 | 1720 | 1620
(14900) | (13000) | (10300) | (7600) | (6040) | (5270) | (4790) | (4510) | (4180) | (3800) | (3580)
- - 740 | 6460 | 5130 | 3780 | %000 | 2620 | 230 | 2240 | 2080 | 1820
(16300) | (14300) | (11300) | (8340) | (6620) | (5780) | (5250) | (440) | (45%0) | (4170)
- 16 8500 | 7430 | 5800 | 430 | 3450 | 3010 | 2740 | 2570 | 200 | 2170
(18700) | (16400) | (13000) | (9670) | (7600) | (6640) | (6030) | (5680) | (5270) | (4720)
8 - o750 | 8520 | 6760 | 4980 | 3050 | 380 | 3140 | 2050 | 2740 | 240
(21500) | (18800) | (14900) | (11000) | (8720) | (7620) | (6920) | (6510) | (6040) | (5430)
X18 11100 | 9700 | 7700 | 5670 | 4500 | 330 | 370 | 60 | 3120
(24500) | (21400) | (17000) | (12500) | (g320) | (8670) | 7880) | 7410) | (6880)
o 13700 | 12000 | 9500 | 7000 | 5860 | 4850 | 4410 | 4150 | ass0
L (30200) | (26400) | (20000) | (15400) | (12200) | (10700) | (9720 | (9149) | (8400)
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