
CIRCULUTE 3000® PULLEY
INTRODUCING THE

Available in three sizes & four configurationsAvailable in three sizes & four configurations
Complementing SHIMPO’s standard assembly configurations, 

the CIRCULUTE 3000® is also available with an integral 

pulley, with a hollow output shaft, or both.  These 

configurations, available in three sizes, can be used 

in a number of applications to create a compact 

footless drive package.
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CIRCULUTE 3000® PULLEY DIMENSIONS
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Input Ratio
Speed Output Input Output Input Output Input Output Input Output Input Output Input Output Input
rpm in-lbs HP in-lbs HP in-lbs HP in-lbs HP in-lbs HP in-lbs HP in-lbs HP

Output rpm
B07 1,550 4.25 1,690   3.00 2,040   2.12 1,950   1.68 1,860   0.25 1,820   0.93 1,770   0.75
C07 3,160 8.67 4,520   8.02 4,830   5.03 5,350   4.61 4,990   1.00 4,990   2.55 4,980   2.12
D07 7,420 20.4 9,020   16.0 9,720 10.1 10,400 8.97 10,400 2.00 10,000 5.12 9,560 4.06

Output
B07 1,650   3.96 1,800   2.80 2,180   1.99 2,080   1.57 1,980   1.11     1,940   0.87     1,890   0.70     
C07 3,370   8.08 4,800   7.46 5,150   4.69 5,700   4.31 5,320   2.99     5,320   2.38     5,310   1.98     
D07 7,900   18.9 9,290   14.4 10,400 9.48 11,100 8.40 11,000 6.19   10,700 4.79   10,200 3.79   

Output rpm
B07 1,750   3.20 1,910   2.26 2,310   1.60 2,200   1.26 2,100   0.90 2,060   0.70 2,000   0.57
C07 3,570   6.52 5,110   6.04 5,460   3.78 6,050   3.47 5,640   2.41 5,640   1.92 5,630   1.59
D07 8,380   15.3 9,550   11.3 11,000 7.62 11,800 6.77 11,800 5.04 11,300 3.85 10,800 3.06

Output rpm
B07 1,850   2.96 1,910   1.98 2,500   1.52 2,380   1.20 2,270   0.85 2,240   0.67 2,200   0.55
C07 3,700   5.93 5,210   5.40 5,650   3.44 6,080   3.07 5,820   2.19 5,820   1.74 5,820   1.45
D07 8,680   13.9 9,900   10.3 11,500 6.99 12,600 6.35 12,600 4.73 11,700 3.51 11,400 2.83

Output rpm
B07 1,910   2.75 1,910   1.78 2,600   1.42 2,500   1.13 2,400   0.81 2,350   0.63 2,320   0.52
C07 3,750   5.41 5,210   4.86 5,800   3.17 6,080   2.75 5,950   2.01 5,950   1.60 5,950   1.33
D07 9,000   13.0 10,100 9.42 11,800 6.45 12,600 5.71 12,600 4.26 12,000 3.24 11,700 2.62

Output rpm
B07 1,910   2.30 1,910   1.48 2,600   1.19 2,600   0.98 2,600   0.73 2,600   0.58 2,600   0.49
C07 3,820   4.59 5,210   4.05 6,080   2.78 6,080   2.29 6,080   1.72 6,080   1.36 6,080   1.14
D07 9,550   11.5 10,660 8.29 12,200 5.57 12,600 4.75 12,600 3.55 12,600 2.82 12,000 2.24

16.0 12.7 10.6
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Ratings for Circulute 3000 Pulley & Hollow Shaft

• NIDEC-SHIMPO AMERICA CORPORATION, Itasca, IL, USA - www.shimpoamerica.com

• NIDEC-SHIMPO CORPORATION, Nagaokakyo City, Kyoto, Japan - www.nidec-shimpo.co.jp

• NIDEC-SHIMPO, (Shanghai) International Trading Co, Ltd, Shanghai, China - www.nidec-shimpo.com.cn

• NIDEC-SHIMPO CORPORATION, Freiburg, Deutschland

• NIDEC-SHIMPO, (Hong Kong) Co, Ltd, Hong Kong, China
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